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RUGGED STREET smE. 

RADICAL DIRT ACTION . 
. 



When you're looking for reliable weekday transport 

and radical weekend action the latest Yamaha DT125R 

is the way to go! 

Ultra-reliable race-developed 125cc liquid-cooled engine 

pr�duces a smooth band of responsive power for rapid 

acceleration. 

And with its YZ motocrosser

based chassis the rugged

looking DT delivers superb 

highway comfort as well 

as great handling in 

the dirt! 



DEALER 

YB (Yamaha BlackJ 

DPBSE !Deep Purplish Blue Solid El 

YAMAHA MOTOR (UK) Ltd. 
Sopwith Drive 
Brooklands, Weybridge, Surrey KT13 OUZ 
Tel.: 01932 358000 
Information Hot line: 01932 358121 

DT125R 

TECHNICAL SPECIFICATIONS 

ENGINE CHASSIS 

Type .............. 2-stroke, liquid-cooled crankcase Overall length ........................ 2, 160 mm 

reed-valve, single cylinder Overall width .......................... 830 mm 

Displacement ........................... 1 24 cc Overall height ........................ 1, 255 mm 

Bore and stroke .................... 56 x 50. 7 mm Seat height ............................ 885 mm 

Compression ratio ........................ 6,5 : I Wheelbase ........................... 1 ,41 5 mm 

Maximum power Minimum ground clearance ................ 31 5 mm 

(DIN) ............... 13 HP f9.6 kW)@ 7,000 rpm Dry weight ............................ I 09 kg 

flSOJ ............... 1 2.1 HP {9 kW)@ 7,000 rpm Front suspension ................... Telescopic fork 

Maximum torque .... 1,3 kg-m ( 1 3, 1 Nm) @ 6,500 rpm Rear suspension .......... Swinging arm (MonocrossJ 

Lubriflcatlon .......................... Autolube Front brake ................. Single disc 230 mm 0 

Carburatlon .......................... TM 2BS S/I Rear brake ................ .Single disc 2 20 mm 0 

Ignition ................................ C.D.I. Front tyre .......................... 2.75-2 1 4PR 

Starter system ............................. Kick Rear tyre .......................... 4. 1 0-18 4PR 

Fuel tank capacity ....................... 1 o litres 

Oil tank capacity ....................... 1 .2 litres 

Transmission 

Final transmission ......................... Chain 

Always wear a helmet, eye protection and protective dothlng. Yamaha encourage you to ride safely and respect fellow riders and the 
environment. Specifications and appearance of Yamaha products shown here may vary according to requirements and conditions, and 
are subject to change without notice. For further detalls, please consult your Yamaha dealer. 

YAMAHA MOTOR (UK) Ltd. 
use and recommand Mobil Oil 

Mobil 

http://yamaha-motor-europe.com 
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